SECTION 01500 – TEMPORARY FACILITIES

PART 1 - GENERAL

1.01 SUMMARY
   A. This specification covers the requirements for temporary construction facilities required on all projects.

1.02 SPECIFICATION MODIFICATIONS
   A. It is understood that throughout this section these Specifications may be modified by appropriate items in Section 01015 – Specific Project Requirements or as otherwise indicated on the Contract Drawings.

1.03 RELATED SECTIONS
   A. Section 01000 – General Project Requirements.
   B. Section 01015 – Specific Project Requirements.
   C. Section 01300 – Submittals.

1.04 CODES AND STANDARDS
   A. The publications listed below form a part of this specification to the extent referenced. The publications are referred to within the text by the basic designation only.
   B. National Fire Protection Association:
      1. NFPA 10 - Standard for Portable Fire Extinguishers.

1.05 INFORMATION PROVIDED BY THE CITY
   A. As provided in the Contract Documents.

1.06 SUBMITTALS
   A. Submit as specified in Section 01300 – Submittals.

1.07 QUALITY ASSURANCE
   A. The Contractor is responsible for the quality assurance and quality control of the Work.
   B. Regulations – Comply with industry standards and applicable laws and regulations of authorities having jurisdiction, including but not limited to:
      1. Building Code requirements.
      2. Health and safety regulations.
      3. Utility company regulations.
      4. Police, Fire Department and rescue squad rules.
   C. Standards:
      2. Comply with NEMA, NECA and UL standards and regulations for temporary electric service. Install service in compliance with NFPA 70.
D. Inspections – Arrange for authorities having jurisdiction to inspect and test each temporary utility before use. Obtain required certifications and permits.

PART 2 - PRODUCTS
Not used.

PART 3 - EXECUTION

3.01 OFFICE
A. Stationary Office – If required in Section 01015 - Specific Project Requirements, Contractor shall maintain a suitable stationary office at or near the Site during the performance of the Work.
B. Assigned Vehicle – For projects of a certain scale and duration, the City will allow the Contractor to use an assigned vehicle to serve as a mobile office at the site of the Work. See Section 01015 – Specific Project Requirements regarding the use of a vehicle in lieu of a stationary office.
C. The office shall serve as the headquarters of the Contractor’s representative authorized to receive Contract Documents, instructions, other communication or articles associated with the Work.
D. Any communication given to the Contractor’s representative or delivered to Contractor’s office at the site of the Work shall be deemed to have been delivered to Contractor.
E. Copies of the Contract Documents shall be kept at the office and shall be available for use at all times.

3.02 FIELD OFFICE FOR RESIDENT PROJECT REPRESENTATIVE
A. See Section 01015 – Specific Project Requirements regarding the requirement of the Contractor to provide a field office for the Resident Project Representative.

3.03 TEMPORARY UTILITIES
A. Provide temporary utilities required for construction. Materials may be new or used, must be adequate for the required usage, not create unsafe conditions and not violate applicable codes and standards.
B. Power:
   1. All power for lighting, operations of the Contractor’s plant/equipment or for any other use which may be required for proper completion of the Work shall be provided by the Contractor.
   2. Temporary heat and lighting shall be maintained until the Work is accepted.
C. Telephone/internet service:
   1. Contractor shall make all necessary arrangements and pay all installation and monthly charges for telephone/internet service for the temporary office at the site and shall provide all required devices for such service.
D. Sanitary Facilities:
   1. Contractor shall furnish temporary sanitary facilities at the site, as provided herein, for the needs of all construction workers and others performing work or furnishing services on the Project.
   2. Sanitary facilities shall be of reasonable capacity, properly maintained throughout the construction period and obscured from public view to the greatest
practical extent. If toilets of the chemically treated type are used, at least one toilet will be furnished for each 20 persons. Contractor shall enforce the use of such sanitary facilities by all personnel at the site.

3. Ventilate the units to control odors and fumes and empty and clean them at least once a week or more often if required by the City. The doors shall be self-closing. Locate the facility behind the construction fence or out of the public view.

3.04 SECURITY
   A. See Section 01000 – General Project Requirements – SECURITY regarding the requirements for security.

3.05 PARKING
   A. See Section 01000 – General Project Requirements – PARKING regarding the requirements for parking.

END OF SECTION